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| ORDINANCE
CITY OF SAINT PAUL, MINNESOTA

An ordinance amending Leg. Code §60.103, Intent and purpose, §61.401, Site plan,
§61.402, Site plan review (all districts), §63.110, General design standards,
§63.310, Entrances and exits, §63.136, Paving, and §63.501, Accessory buildings
of the Zoning Code pertaining to design standards.

THE COUNCIL OF THE CITY OF SAINT PAUL DOES ORDAIN

Section 1

That Legislative Code § 60.103, entitled “Intent and Purpose,” is hereby amended by deleting the present language
under subsections (p), (q), (r), and (s) and adding thereto new language by adding a new subdivision (t), so as to
read as follows:

Sec. 60.103. Intent and purpose.

This code is adopted by the City of Saint Paul for the following purposes:

@

®)

(s)

®

neﬂeenfermmg-uses—ef—landTo protect water IESOUICes, 1mprove water quahty, and promote water
conservation;

deflne the powers and dutres of the admmlstratrve offlcers and bodles

b ;¢ p : ne-dutiesTo provide penalties for violations of the
provrsrons of thrs code or any subsequent amendment thereto and,

To provide for a board of zoning appeals and its powers and duties.

Section 2

That Legislative Code Chapter 61 is hereby amended as follows:

Sec. 61.401. Site plan review generally.

A site plan shall be submitted to and approved by the zoning administrator before All-applieatiensfor building
permits are issued for all new buildings or building expansions. Building permit applications for new buildings or

building expansions shall be accompanied by a site plan; and bulldlnz elevations drawn to scale and speelﬁea&ens—

showing the following:

3

The existing and intended use of the zoning lot and of all such structures upon it, including, ir for residential
uses areas, the number of dwelling units the building is intended to accommodate.

Sec. 61.402. Site plan review by the planning commission (all-distriets).

Section 3




37 That Legislative Code Chapter 63 is hereby amended as follows:
38 Sec. 63.110. General Building design standards.

46 (ab) Apr 1mary bm-}él-ag entrances—eﬂ—al-l—new—buﬂdm-gs of prmcmal structures shall £aee—t-he—prmnai3f—abutt-mg—pubhe

48 ) A \ . j . N ..
49 ﬂem}ﬁab}e—ffem—the—street—aﬂd be located w1th1n the front th1rd of the structure be dehneated with elements
50 such as roof overhangs, recessed entries, landscaping, or similar design features; and have a direct pedestrian
51 connection to the street. In addition, for one- and two-family dwellings, a primary entrance shall either: 1)
52‘ face an improved abutting street; or 2) be located off of a front porch, foyer, courtyard, or similar architectural
53 feature, and set back at least eight (8) feet from the side lot line.

54 For principal buildings, except industrial, production, processing, storage, public service and utility buildings
55 above grade window and door openings shall comprise at least fifteen (15) percent of the total area of exterior
56 walls facing a public street or sidewalk. In addition, for new principal residential buildings, above grade

57 window and door openings shall comprise at least ten (10) percent of the total area of all exterior walls.
58 Windows in garage doors shall count as openings; the area of garage doors themselves shall not count as
59 openings. For residential buildings, windows shall be clear or translucent. For nonresidential buildings,

60 windows may be clear, translucent, or opaque.

61 (c) In pedestrian-oriented commercial districts ¢generally characterized by storefront commercial buildings built
62 . up to the public sidewalk), thefollowing standards—for new construction principal structures shall apply:—H)
63 Buildings—shall be-as-elose-to-the-sidewall—as—praetieal have a maximum setback of fifteen (15) feet from a

64 commercial front lot line. 2} At intersections, buildings shall “hold the corner,” that is, have street facades at
65 or-near-the-sidewallks—of within fifteen (15) feet of the lot line along both streets, or the site plan shall have
66 vertical structural elements that “hold the corner.” A primary entrance shall face a primary abutting public
67 street,

76 (d) Building materials and architectural. treatments used on sides of buildings facing an abutting public street
77 should be similar to those used on principal facades,
78 (e) AH The visibility of rooftop mechanical equipment shall be reduced through such means as location,

79 screem_ged or 1ntegrat10n into the roof des1gn frem—v*ew—frem—adjaeeﬁt—streets—pubhc—ﬂghts—ef—way and
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ﬁen&m-g—a—p&bh&st—reet— Screen ings shall be of durable permanent matenals (ﬁet—l-ﬂe}admg—weed-) that are

compatible with the primary building materials. Exterior mechanical equipment such as ductwork shall not be
located on primary building facades.

(f)  For property with local historic site or district designation, compliance with applicable historic guidelines shall
be sufficient to meet the requirements of this section.
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Sec. 63.310. Entrances and exits.

Adequate entrances and exits to and from the parking facility shall be provided by means of clearly defined and
limited drives. The number of curb cuts shall be minimized, and shared curb cuts for adjacent parking areas are
encouraged. When driveways no longer lead to legal off-street parking, the driveway and curb cut shall be removed
and landscaping and curbing shall be restored.

Sec. 63.316. Paving,

All parking spaces, driveways and off-street parking facilities shall be paved with standard or pervious asphalt or
concrete, or with brick, concrete or stone pavers, other-durabledustless-surfacing or of material comparable to the
adjacent street surfacing, in accordance with ether specifications of the zoning administrators, The-parking-area-shall
be-paved within one (1) year of the date of the permit except as provided in section 61.402(e). For one-family and

two-family dwellings, driveway pavement may be limited to wheel tracks at least two (2) feet wide.

For one-family through four-family dwellings, and for townhouses with garage doors that face and front on a public
street, driveways in front yards shall be no more than twelve (12) feet in width, except that a driveway may be up to

four (4) feet wider than the garage door within 30 feet of the garage door. The total amount of paving for surface
arking spaces for one-family and two-family dwellings shall not exceed fifteen (15) percent of the lot area or one
thousand (1000) square feet, whichever is less.

Sec. 63.501. Accessory buildings and uses.

(b) Accessory buildings, structures or uses shall not be erected in or established in a required yard except a rear
yard. The following additional standards shall apply to residential parking:

(1) Access to off-street parking shall be from an abutting improved alley when available, except where it is

determined in the review of a site plan application that there are circumstances unique to the property that

make this impractical, unreasonable, or harmful to the public safety. On corner lots, access to parking may
be from the side street.

(2) Off-street parking spaces shall not be located within the frent yard.

(3) Garages shall be set back from the front lot line at least as far as the principal structure (in the case of
attached garages, this refers to the non-garage part of the structure).

(4)_Except in the rear yard, garage doors that face a public street shall be no more than nine (9) feet in height
and shall not exceed sixty (60) percent of the width of the principal structure facing the same street.

(5) Passenger vehicles may be parked on an approved driveway in front or side yards provided they-are-located
en-an-approved driveway that leads to a legal parking space.




125 (¢) On corner lots, accessory buildings, structures or uses shall be set back from the street a distance equal to that
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required of the principal structure.

When an accessory building, structure or use is constructed in a rear yard which adjoins a side yard or front
yard, the accessory building, structure or use shall be set back from the interior lot line a distance equal to the
minimum side yard required of the principal structure.

On all other lots, accessory buildings shall be set back at least three (3) feet from all interior lot lines, and
overhangs shall be set back at least one-third (1/3) the distance of the setback of the garage wall or one (1) foot,

‘whichever is greater.

This setback requirement from all interior lot lines for accessory buildings in rear yards shall be waived when a
maintenance easement is recorded as to the affected properties, when proof of such recorded easement is
provided at the time of application for a building permit and when the accessory building is located at least
three (3) feet from any building on an adjoining lot. The recording of the maintenance easement shall be
interpreted to mean that the following intents and purposes of this setback requirement are met:

(1) Adequate supply of sunlight and air to adjacent property;
(2) Sufficient space for maintenance of the building from the same lot; and
(3) Prevention of damage to adjoining property by fire or runoff from roofs.

A recorded common wall agreement is permitted in lieu of a maintenance easement if the accessory structure is
attached to an accessory structure on an adjoining lot. : ‘

§63.501, renumber paragraphs (c) through (g) as paragraphs (e) through (i).

Section 4

146 This ordinance shall become effective thirty (30) days after its passage, approval, and publication.
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